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AUTHENTICATION TASK OF THE TELNET SERVER OF THE 
MODEM AWAITS FOR A CLIENT TO ATTEMPT TO LOGON. 



302 



TELNET SERVER REQUESTS FOR A USER ID AND PASSWORD 
REQUIRED FOR THE CLIENT TO GAIN ACCESS TO THE MODEM. 
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EXIT. 




EXIT. 



TELNET SERVER OPENS A SOCKET AND SAVES THE SESSION INFORMATION 
SUCH AS, THE CLIENT IP ADDRESS AND A LISTENING PORT NUMBER. 



FIG. 3 



TELNET SERVER OF THE MODEM AWAITS FOR THE MODEM TO GENERATE 
THE RELEVANT INFORMATION IN RESPONSE TO A REQUEST FROM A CLIENT 
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TELNET SERVER COMMUNICATES THE GENERATED 
INFORMATION TO ALL OF THE ACTIVE TELNET CLIENTS 




THE TELNET SERVER ASSUMES THAT THE CLIENT, ASSOCIATED WITH THE SLOT 
WHEREIN THE SEND FUNCTION FAILED, IS NO LONGER ACTIVE (DISCONNECTED), 
AND MAKES AVAILABLE THE PARTICULAR CLIENT SLOT ASSOCIATED WITH THE 
FAILED SEND COMMAND TO THE NEXT CLIENT ATTEMPTING TO LOGON. 
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